
Product information

Non-contractual presentation photos, the machines are delivered without accessories 
unless otherwise stated. HiKOKI reserves the right to change certain technical 
characteristics, as well as the accessories supplied as standard. All products presented  
fall within the limit of the available stocks of HiKOKI Power Tools.

HiKOKI 3 YEAR WARRANTY More information about 
our conditions at hikoki-powertools.com

Read everything  
about our services at  
hikoki-powertools.co.uk

Standard accessories3

Charger UC18YSL3

Battery BSL36A18

Battery cover

Specifications
Mixing paddle diameter 200 mm

Spindle thread M14

Type of motor Fan-cooled DC brushless motor

Type of switch Trigger switch with stopper

No-load speed
High 0 to 1,200 min.

Low 0 to 500 min.

Available battery1 MULTI VOLT battery

Dimensions (L x H x W) 929 x 224 x 109 mm

Weight2 4.4 to 4.7 kg

Characteristics
Highest speed in its class

Two speed modes to cope with wide range of materials

Four dust-protective covers

Powerful brushless motor

MULTI VOLT battery

Practical design

Lock on/off switch

UM36DA
Cordless Mixer
36V - 200 mm
4966376333059

1  Existing batteries (BSL3660/3620/3626, BSL18xx series, etc.) 
cannot be used with this tool.

2  According to EPTA-Procedure 01/2014.
3  Standard accessories vary by country or area.

Two speed modes for a variety of materials

Equipped with four dust-protective covers


